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1 Updat e section 12.0/P21187- 09/ 13/ 96 |26
0017

Not e:

Changes are indicated by "****" at the beginning of the paragraph.

Dat es refl ect

| at est signature date of CR s received by PILS.




by the HRPPC wi Il be in accordance with Human Research Policy and
Procedures for Space Flight Investigations, JSC 20483.

11. 0 | NTERFACE VERI FI CATI ON AND TESTI NG

The custoner is responsible for verifying conpatibility with the
interfaces and environnents specified in the PIP and applicabl e
ICD's. The interface verification requirenents and planning wl|l
be negotiated and concurred in by the SSP and the custoner.

Al payload-to-Orbiter interface verification requirenents are to
be identified and submtted by the custoner in the Payl oad
Verification Requirenents Annex (Annex 9), in accordance with the
schedul e in section 15.0 and the requirenents specified in NSTS
14046, Payl oad Verification Requirenents. Those interfaces that
cannot be verified prior to flight shall also be docunented in
annex 9 with supporting rationale. The format of the Interface
Verification Requirenents is specified in the NSTS 21000- A09.

12. 0 POSTFLI GAT DATA REQUI REMENTS

The NASA is responsi ble for Space Shuttle system nonitoring and
anomaly resolution. In the event of a Space Shuttle anomaly

whi ch woul d influence the execution of payload m ssion, the SSP
wi |l supply the Space Shuttle data, as available, to the custoner
for eval uation.

In the event of a payload anonmaly, Space Shuttle data may be
requi red for evaluation of the payl oad problem

Postflight data listed below will be provided as an opti onal
servi ce.

== g. Phot ographic - One photo of the CCM A experinment upon
conpleting entry preparation

b. FDF - One reproduci ble copy of the annotated payl oad FDF

c. PGSC diskette(s) - Al PGSC data diskettes provided by the
custoner and used during contingency operations
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